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High Performance HF-Resistant Semiconductor 
Sample Introduction System for iCAP Q

iCAP Q Semiconductor Kit

Features

 • Ultra-clean, high performance HP PFA 
chamber with Peltier cooler

 •	 High	transport	efficiency

 •	 High	stability

 • Direct replacement of standard iCAP Q 
cyclonic	Peltier	cooler

 • Controlled through Qtegra software

Benefits

 • HF-resistant

 • Ultra-low background 
contamination

 •	 Sensitivity	comparable	to	 
quartz	cyclonic

 •	 Excellent	stability		(<2%	RSD)

 •	 Low	oxides	(<2%	CeO)

 •	 Easy	setup	and	installation

 • Integrated operation

The high performance semiconductor kit provides an ultraclean, HF-resistant, 
high	purity	PFA	sample	pathway	for	ultimate	ICPMS	performance.

Peltier-cooled HP PFA chamber for iCAP Q

Ultra Clean: Na Calibration Curve

Figure 1. Clean	enough	to	calibrate	in	the	single	digit	ppt	range	for	Na.
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Stable: Daily Performance

Figure 2. All	HP	PFA	chambers	pass	the	iCAP	Q	daily	performance	stability	specification	of	<2%.	

Five HP PFA Chambers Tested for Sensitivity and Reproducibility

Sensitive: Daily Tune
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Figure 1. Standard	quartz	cyclonic	Peltier-cooled	chamber	compared	to	new	high	purity	Peltier-cooled	
HP	PFA	chamber	for	a	1ppb	solution.
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iCAP Q Sample Introduction Kits

Semiconductor high performance HF-resistant sample 
introduction	system	for	iCAP	Q
Includes:	Peltier	cooler	for	HP	PFA	chamber,	HP	PFA	spray	chamber	
and	endcap,	PFA-ST	nebulizer,	and	2mm	platinum	injector	for	iCAP	Q

Part Number: PFA-SK-73S

HP	PFA	Spray	Chamber
ES-2373-5470

Peltier Cooler
ES-4773X

PFA Nebulizer
ES-2040-73

Platinum	Injector
I73-P20

Complete semiconductor high performance HF-resistant 
sample	introduction	system	for	iCAP	Q
Includes:	Peltier	cooler	for	HP	PFA	chamber,	HP	PFA	spray	chamber	
and	encap,	one	PFA-ST	nebulizer,	and	one	PFA-200	nebulizer	with	
100cm	self-aspiration	capillary	with	integrated	probe,	SilQ	ultra	high	
purity	quartz	torch,	and	2mm	platinum	injector	for	iCAP	Q

Part Number: PFA-SK-73SC

SilQ Torch
T73-SILQ

Integrated Nebulizer
ES-2003-3505-100

HP	PFA	Spray	Chamber
ES-2373-5470

Peltier Cooler
ES-4773X

PFA Nebulizer
ES-2040-73

Platinum	Injector
I73-P20

10ppt Spike Recovery (UPDIW)

Figure 3. Accurate	spike	recovery	at	10ppt	illustrates	low	blanks	with	the	high	performance	kit.

0%

20%

40%

60%

80%

100%

120%

Li Be B Na Mg Al K Ca Ti V Cr Mn Fe Ni Co Cu Zn Ga Ge Sr Zr Nb Mo Pd Ag Cd In Sn Sb Ba Hf Ta W Ir Au Tl Pb Bi

Pe
rc

en
t R

ec
ov

er
y

Analyte

10ppt spike recovery
Average Recovery: 103.4%

140%



Elemental Scientific

iCAP Q Semiconductor Kit Spares and Consumables

Name Description Part Number

Peltier Cooler Peltier-cooler for HP PFA chamber Thermo iCAP Q 
(without	HP	PFA	spray	chamber) ES-4773X

Nebulizer with 
Integrated Probe

PFA	MicroFlow	nebulizer,	200	µL/min	with	
integrated autosampler probe with Ultem 
reinforcement	for	ESI	SC	autosampler.

ES-2003-3505-100

PFA-ST Nebulizer
PFA-ST	MicroFlow	nebulizer	for	Thermo	iCAP	Q.	
Includes	PFA	gas	line	and	two	capillaries	(100µl/
min	&	400µl/min).

ES-2040-73

SilQ Torch Demountable	torch,	ultra	high	purity	quartz,	SilQ. T73-SILQ

HP PFA  
Spray	Chamber

47mm	HP	PFA	spray	chamber	and	endcap.	
Includes	ES-2044-0012	threaded	drain	line. ES-2373-5470

Platinum	Injector 2mm	platinum	injector	for	iCAP	Q. I73-P20
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